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Firma: Player Plus doo
Adresa: Svetogorska 9
Telefon: +381 11 3347 442
Fax: +381 11 3347 615

PIB: 106966344

E-mail: porudzbine@player.rs

Audient EVOSP8 EU

Sifra: 18447
Kategorija prozivoda: Studijska Pretpojacala
Proizvodac: Audient

Cena: 53880,00 rsd

Microphone Preamplifier

Mic Gain Range: 58dB

Line Gain Range: 58dB (-10dB pad)

Phantom Power: 48v +/-4v @ 10mA/Channel
Mic EIN: <-127.5dB

CMRR: >80dB @ 1kHz

Maximum Input Level: +16dBu

Input Impedance (Mic): >3kQ Balanced

Input Impedance (Line): >10kQ Balanced
Frequency Response: +/-0.5dB 10Hz to 40kHz
Crosstalk: <-105dBu @ 1kHz <-103 @ 10kHz
THD+N @ 0dBu (1kHz): <0.0015%

SNR: 100dB

XLR: Pin 2 (Hot), Pin 3 (Cold) & Pin 1 (Shield)
1/4" Jack: TIP (Hot), RING (Cold) & SLEEVE (Shield)

D.l Inputs

D.l Gain Range: 58 dB

Maximum Input Level: +10dBu

Input Impedance: 500k

Frequency Response: +/-0.5dB 10Hz to 20kHz
THD+N @ 0dBu (1kHz): <0.1%

SNR: 100dB

1/4” Jack: TIP (Hot) & SLEEVE (Shield)

ADC

Digital Reference Level: 0dBFS = +10.5dBu
Frequency Response: +/-0.5dB 10Hz to Fs/2
Crosstalk: -125dBu @ 1kHz & 10kHz
THD+N @ -1dBFS (1kHz): <0.001%
Dynamic Range: 112.5dB A-Weighted

Line Outputs

Maximum Output Level: 12dBu

Digital Reference Level: 0dBFS = +12dBu
Output Impedance: <50Q

Frequency Response: +/-0.5dB 10Hz to Fs/2
Crosstalk: <-110dBu @ 1kHz

THD+N @ -1dBFS (1kHz): <0.006%
Dynamic Range: >117dB A-weighted
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1/4” Jack: TIP (Hot), RING (Cold) & SLEEVE (Shield)

Dimensions
Unit: 355mm (w) x 255mm (d) x 53mm (h)

Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.




