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Small diaphragm electret-condenser microphone
 
The MCE 530 is a cardioid condenser microphone suitable for both project studios and semiprofessionals. It 
consists of a lightweight, but rugged, plastic casing strengthened with carbon fibres. Its small and short 
design permits flexible and unobtrusive positioning.The microphone is powered by phantom power 
between 11 and 48 V. The frequency response of the MCE 530 has been optimised for miking instruments 
and choirs. Using the WS 53 wind screen the MCE 530 is an ideal speaker´s microphone in churches and 
halls.
 
Features

Cardioid polar pattern High SPL capability slim, unobstrusive design
Plastic castin strenghtened with carbon fibres Phantom powering 11 - 52 V

 
Technical data
Price category   Entry level
Transducer type   Electret condenser
Polar pattern microphone   Cardioid
Microphone frequency response   30 - 20,000 Hz
Dimensions   100 mm x 19.5 mm
Net weight without packaging   79 g
 
Downloads
SPEC SHEET
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DAT_MCE530_EN.pdf (168.84 KB)
 
USER MANUAL
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MAN_MCE530_DE-EN-FR.pdf (102.75 KB)
 
 

BEYERDYNAMIC MCE 530 - Studijski 
mikrofon

Šifra: 9798
Kategorija prozivoda: Sa Malom Dijafragmom
Proizvođač: Beyerdynamic

Cena: 16.680,00  rsd

BEYERDYNAMIC MCE 530 - Studijski mikrofonImage not found or type unknown

Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena. 
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši 
virmanski - bezgotovinski.
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